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High Performance Coazial Cable

Cables are designed to minimize both reflective and transmission losses during maximizing
phase and amplitude stability, Many types of cable we can design to meet your unigue
requirernents, & description of the typical cable construction is as following.

The center conductor :

Center conductors consist of solid ar
stranded SPC(Silver Plated copper wWire) or
SPCW (Silver Plated copper clad steel wire)
conductor because of excelent high
frequency conductivity in comparison to
equal size center conductors, the solid
center conductor has less RF resistance,
lovwer attenuation, and is mare amplitude
stable with flexure, The stranded center
conductar i much rmore flexible and more
phase stable with flexure,

The Dielectric

The conductor of cableis insulated with
extruded PTFE(Polytetrafluoroethylens) to
provide and high dielectric properties in the
temperature range of -55 aC ~ 200 o, Most
transmission losses are caused either directly
of indirectly by the diglectric,
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The Inner shield or Outer shield

Outer conductors consist of one or more
layers of wowen metal braid, The SPC (Silver
Plated copper wire) conductor, tighthy
braided over the inner shield, The guality of
outer conductor affects the characteristic of
the coaxial cable in the same way that
applies to the center conductar,

The Jacket

Fluarinated Ethylene Propylene(FEP) is
excellent because of it™ s high mechanical
strength, low moisture absorbency, high
temperature resistance and low migration,
Around the outer conductor is an insulated
jacket consisting of extruded FEP, Outer
jacket colors are available to meet any colar,
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B Ordering Information

18Elexible]Type
O0-000=2-25
H_I

Ly TI: Teflon(FEP) Insulation
PI : PE Insulation

S : Single Braid
D : Double Braid

Series & Serial No.

2%Seim-Elexible}lype
CO-000828-0800-08
Impedance
(None : S0ohm, 25 : 250hm, 75 : 75ohm, 90 : 90ohm)
P : PVC Jacket
HF] : Halogen Free PE Jacket

T) : Teflon(FEP) Jacket
U] : Polyurethane Jacket

—» ST : Silver Plated Copper Clad Steel Wire
v SC : Silver Plated Copper Wire

Series & Size of Diameter
38Seim-Rigidjlype
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L, Impedance
(None : S0ohm, 25 : 250hm, 75 : 7S50hm, 90 : 90ohm)

C : Copper tubing
TC : Tined plated Copper tubing
TA : Tined plated Aluminum tubing

—» ST : Silver Plated Copper Clad Steel Wire
v SC : Silver Plated Copper Wire

Series & Size of Diameter

G ———p
}

Center Conductor : SPC (Silver Plated Copper Wire)
SPCW (Silver Plated Copper Clad Steel Wire)

~» Dieledtric : PTFE (Polytetrafluoroethylene)

Inner Braid : SPC (Silver Plated Copper Wire)
SPC Tape

= Quter Braid : SPC (Silver Plated Copper Wire)
L—» Jadcet:%(monnatedﬂhvleneplwﬂem)
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RG178

RG180

RG179S

RG179D

RG188

RG316S

RG316D

RG400

RG142

RG303

RG393

RG405

RG402

RG401

RG174

RG58

RG59

RG213

RG214

RG11

RG216
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http://hd-tech.fr/datasheets/flexible/RG178.pdf
http://hd-tech.fr/datasheets/flexible/RG180.pdf
http://hd-tech.fr/datasheets/flexible/RG179S.pdf
http://hd-tech.fr/datasheets/flexible/RG179D.pdf
http://hd-tech.fr/datasheets/flexible/RG188.pdf
http://hd-tech.fr/datasheets/flexible/RG316S.pdf
http://hd-tech.fr/datasheets/flexible/RG316D.pdf
http://hd-tech.fr/datasheets/flexible/RG400.pdf
http://hd-tech.fr/datasheets/flexible/RG142.pdf
http://hd-tech.fr/datasheets/flexible/RG303.pdf
http://hd-tech.fr/datasheets/flexible/RG393.pdf
http://hd-tech.fr/datasheets/flexible/RG405.pdf
http://hd-tech.fr/datasheets/flexible/RG402.pdf
http://hd-tech.fr/datasheets/flexible/RG401.pdf
http://hd-tech.fr/datasheets/flexible/RG174.pdf
http://hd-tech.fr/datasheets/flexible/RG58.pdf
http://hd-tech.fr/datasheets/flexible/RG59.pdf
http://hd-tech.fr/datasheets/flexible/RG213.pdf
http://hd-tech.fr/datasheets/flexible/RG214.pdf
http://hd-tech.fr/datasheets/flexible/RG11.pdf
http://hd-tech.fr/datasheets/flexible/RG216.pdf
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Postal address :

27 Rue Louis Moreau
91150 ETAMPES - France
www.hd-tech.fr

»

Etampes

GPS :
Latitude : 48.4354799
Longitude : 2.1593165

Haiping WANG - General manager
Tél : +33(0)1 64 95 55 57

Portable : +33(0)6 19 76 91 88
Email : wanghp@hd-tech.fr

Kamel DJERMOULI - Sales manager
Tél : +33(0)1 64 95 55 54

Portable : +33(0)6 63 53 24 70

Email : k.djermouli@hd-tech.fr

Fangxia WU - Administration
Tél : +33(0)1 64 95 55 55
Portable : +33(0)6 14 18 01 98
Email : wix@hd-tech.fr

Anne-Céline DJERMOULI - Sales assistant
Tél : +33(0)1 64 95 55 53

Portable : +33(0)6 63 53 24 70

Email : ac.djermouli@hd-tech.fr

Home numbers :

Phone : +33(0)1 64 95 55 53
Fax : +33(0)1 64 95 55 67
Email : postmaster@hd-tech.fr
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