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The L9 (DIN16/56) series are screw coupling
miniature coaxial connectors, which are developed
and manufactured according to the specifications of
IEC169-13, CECC 22240 and DIN 47295 They

have the characteristics of small

size, high

mechanical and electrical stability, and used in many

types of communication equipments.
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Retference Plane
PLUG (mm) JACK (mm)
MIN MAX MIN MAX
A - 1.60 A - 1.60
E 0.97 1.03 B - 5.60
C 4.00 - C - 380
D - 5.60 D 6.60 6.69
E - 5.50 E 810 8.25
F - 0.15 F - M90.5
G 6.40 6.60 G 0.23 -
H 6.70 -
J 2.90 3.10
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FER AR Technical Characteristics:

G5 E Temperature range -40—+85T

5 1EAE Electrical Characteristics

FF 1 EH 4T Characteristic impedance 75Q
[ {FHLHE Working voltage 330V max( 17 20{)
Hi# 71 Frequency range 0—~1GHz
A1 JiiE H: Dielectric withstanding voltage HF°11 at sea level: 1000V (volts RMS)
544 center contact =10.0me
Hefig il Contact resistance
4544 Outer contact <5 0mQ
##HFH Insulation resistance =1000ME

¥ 58 Mechanical Characteristics

SERFIILAE & 2 1T Body or other metallic parts P4 H LR Brass, gold or nickel plated

it Male center contacts: 4% & Brass. gold plated

{ifL Female center contacts: 781 & Beryllium copper, gold plated

#a#5 {f Insulators: Y% 24 PTFE

f4% T Crimp fermles: il £ 4 PR EL B 5 Copper alloy, nickel or gold plated
@ Sealing washer FERE Silicone rubber

PRSI 2 1 Connector durability 500 i) Cycles
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Postal address :

27 Rue Louis Moreau
91150 ETAMPES - France
www.hd-tech.fr

»

Etampes

GPS :
Latitude : 48.4354799
Longitude : 2.1593165

Haiping WANG - General manager
Tél : +33(0)1 64 95 55 57

Portable : +33(0)6 19 76 91 88
Email : wanghp@hd-tech.fr

Kamel DJERMOULI - Sales manager
Tél : +33(0)1 64 95 55 54

Portable : +33(0)6 63 53 24 70

Email : k.djermouli@hd-tech.fr

Fangxia WU - Administration
Tél : +33(0)1 64 95 55 55
Portable : +33(0)6 14 18 01 98
Email : wix@hd-tech.fr

Anne-Céline DJERMOULI - Sales assistant
Tél : +33(0)1 64 95 55 53

Portable : +33(0)6 63 53 24 70

Email : ac.djermouli@hd-tech.fr

Home numbers :

Phone : +33(0)1 64 95 55 53
Fax : +33(0)1 64 95 55 67
Email : postmaster@hd-tech.fr
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